Aspects of Excavation Work


Geoffrey Fox


4345 City Lights Terrace


Jamesville


NY 130789658


Home Phone 3156827945		Business Phone 3154432163





1)Region A(Driveway): Prepare ground for new fork of driveway running to North West of small Hill. This driveway should have lower slope than current driveway and join it where region A is roughly flat (between 120 and 150 feet from bottom of current driveway). The new fork of driveway should start off at road the same width as current driveway. It should widen in flat part so cars can park and be passed. The new fork of driveway should have a stone filled drain (as does current driveway to North) between driveway and small hill. This drain should have French drain in it.


2)Region A(Pond): Excavate an oval pond about 38 feet by 20 feet and 4 feet deep to north of new fork and near end of channel heading west from current pond. Place earth from new pond as small hill between pond and new fork.


3)Region A(Electrical Light): Electrical Light will have to be moved. Perhaps placed on top of new hill mentioned in 2).


4)Region B(Stones): Move clump of stones from region B to place in region A as a “decorative snow fence”. Exact positioning to be discussed.


5)Region C(Near House): Clear and flatten L shaped region to East and South of house. Dimensions to be discussed. Be careful about well and water pipe, TV cable(To be removed by Fox before work) and new gas line(to be installed). Create pebble filled drainage pit to east of house and run current gutter to it. Other drainage for new shed to be discussed if necessary. This area to covered by concrete for shed and by driveway extension.


