Ini File Parameters

	[SD]

	Name
	Default
	Type
	Description

	ShowTitleBar
	0
	bool
	Determines whether or not to show Win32 Titlebar

	ShowBorder
	0
	bool
	Determines if the Win32 border is visible

	*CaptureDesktop
	0
	bool
	Determines if we capture under the SD window even when no apps are shared

	*UseLightInputControl
	0
	bool
	Send Mouse move to Shared applications without affecting hosts cursor

	EnablePolling
	1
	bool
	Enables Screen Capture Polling

	**PollExclusive
	0
	bool
	Disables Dynamic Updates

	*ShowStatistics
	0
	bool
	Show stats on Update Rects, Sizes, Dimensions, etc.

	DynamicUpdateThreshhold
	50
	int
	Percentage of screen at which a Dynamic update is ignored(Disabled if 0 or PollExclusive)

	InputUpdateInterval
	200
	int
	Period in milliseconds between processing Input Events

	UpdateInterval
	200
	int
	Period in Milliseconds between processing Update Events(Captures)

	**PollInterval
	200
	int
	Period in Milliseconds between Polling Screen(Doesn’t Capture)

	**PollProgressive
	10
	int
	0 or 1 – Capture Fullscreen each PollInterval

X – Divides the screen into equal segments and captures one segment per PollInterval sending the entire screen in X intervals

	LocalMouseOverride
	500
	int
	Period in Milliseconds during which Input Updates are ignored if hosts moves their own cursor


	[CompressionMgr]

	Name
	Default
	Type
	Description

	***EnableRLE322
	1
	bool
	Enables 8-Bit RLE (Mutually Exclusive with EnableRLE565)

	***EnableRLE565
	0
	bool
	Enables 16-Bit RLE (Mutually Exclusive with EnableRLE322, Overrides 322 if both are 1)

	***EnableLZ
	0
	bool
	Enables LZ77 Compression

	***EnableHuffman
	1
	bool
	Enables Huffman Compression


* - Intended for Development only not for shipping products

** - Ignored if EnablePolling = 0

*** - Compression will be evaluated in the following order assuming that each type is active, RLE, LZ77, Huffman.  Any compression type not active will be skipped.

