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Teralink 10 series

Key Features
= Protocol independent
= No licensing required
= Video alignment
= Remote management
w Fast deployment
» Upgradeable
= Portable
= Secure fransmission

w Accommodates 10 to 155Mbps
networks, for formats such as
Fthernet, FDDI, SONET and ATM

= One year standard warranty

Applications

= [AN environments el e
» Teleconferencing across  city sheet, With o maximum range of 400m and dota rates of up fo I55Mbps

s Ehar ok the Terralink 1000 offers a compact design, easy installafion and is cost effective.

= Temporary or permanent
installation USCLILLRULLS P The Terralink 1000x has the some compact design

= Rapid deployment and maximum data rafe of 155 Mbps as the Terralink 1000, but is copable of transmitting

up fo Tkm (.62 mifes).

w Disaster recovery

u Live video transmission Fach Terralink 1000 package includes two weatherproof unifs with fiber apfic interface,
= [ast mile connections and one vear of standard warranty coverage. Terrafink Device Management System
can be added to the Terralink units and allows for easy monitoring and management.

Specifications
Average output power  10mW | Defector PIN or APD | Bit error rate <107 | Interface ST w/multimede fiber
Tnpuf power 110 VAC | Operating power (Peak including heaters) 175W | Weight 35 Ibs. | Dimensions 247Tong x 13"wide x 13"high
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Key Features

= Protocol independent
= No licensing required
= Video alignment

= Remote management
= Fast deployment

= Upgradeable

= Porfable

u Secure fransmission

» Accommodates 10 to 155Mbps
nefworks, for formas such as
Fthernet, FDDI, SONET, and ATM

= (ne year standord warranty

Applications

u (ampus LAN

n Teleconferencing

= Fiber back-up

= Rapid deployment

u Temporary or permanent

RELISLIIELEXRLI The Teralink 2000 offers dota finks af distances
of up to 2.5km (1.55 miles) and can deliver dato at o userspecified rate of up to 155Mbps.
Ideal for enterprise networks in a campus environment, ifs compact design and easy setup

installations
) make if well suited for both femporary and permanent installation.
= Disaster recovery
» (ross-border finks The Terralink 2000 series package includes two weatherproof unifs with fiber optic interface

and one year of standard warranly coverage. Terralink Device Management System can be
added to the Terralink units and allows for easy monitoring and management.

= [ost mile connections

Specifications: 2000
Average output power  10mW | Detector APD |  Bit error rate <107 | Interface ST w/multimode fiber
Input power 110VAC | Operating power 325W (peck ncuding heaters) | Weight 65 Ibs. | Dimensions 31.25" long x 16.7” wide x 22.68” high
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Terralink 3000

Key Features

= Profocol independent
= No licensing required
= Video alignment

= Remote management
= Fast deployment

= [pgradeable

® Portable

= Secure transmission
= High link availability

= Accommodates 10 fo 155Mbps
networks, for formats such as
Ethernet, FDDI, SONET, and ATM

= One year standard warranty

Applications

u (ampus LAN
= Teleconferencing

Terralink 3000

= Fiber back-up AT Tho Terialink 3000 has the same durable, compact

w Rapid deployment design and maximum dato rate of 155 Mbps as the Terralink 2000, but is copable of transmitting

= Temporary or permanent up to 3.75km. Designed with AstroTerra’s patented mulﬂple fransmit aperture techna{qu, the
installations Terralink 3000 uses three parallel lasers fo ensure high performance in adverse conditions.

= Disaster recovery The TerraLink 3000 package includes two weatherproof unifs with fiber optic interface and one

w (ross-horder finks year of standord warranty coverage. Terralink Device Management System can be added to the

= Lot mile connections Terralink units and allows for easy moniforing and management.

Specifications: 3000
Average output power 30mW |  Detector APD | Bt error rate <10° | Interface ST w/multimode fiber
Input power 110VAC | Operating power 350W Peck indudig heatrs) | Weight 65 lbs. | Dimensions 31.25” long x 16.7” wide x 22.68" high
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